


*Also available in 3225 bed size, Please refer to website
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Drop-on-demand, Piezo Electric Inkjet 

Industrial Grade Jetting Assemblies

3.2m x 2.0m Bed / 3.2m x Unlimited Roll

Maximum 100 mm

Suction & Blower

3.2m x 2.0m / 3.2m x Unlimited Roll

Dual UV LED Lamps

UV LED Curable Ink

Bulk Ink Refillable System

Error of less than ±0.3 % of distance travelled, or ±0.3 mm, whichever is greater 

AC 220 V, 30 A, 50/60 Hz

Onyx (ColorJet Edition)

N.W. 3360 Kg, G.W. 3900 Kg

Temperature:18 to 28˚C Humidity: 20 to 60%RH (Non-condensing)

Temperature: 5 to 40˚C Humidity: 20 to 80%RH (Non-condensing)

Models Y3220Y Y3220R6Y3220R
Printing Technology

Print Head Type

No. of Print Heads

 

Printing Size

Curing System

Printing Resolution (dots per inch) 

Distance Accuracy

Connectivity/Interface  

Power Requirements

Dimensions (Printer Only)(LxWxH)

Dimensions (With Packing)(LxWxH)

RIP Software

Weight

 Flatbed / Roll-to-Roll Print Speed (Sqm/hr)

2 to 8 (3.5 PL) 2 to 12 (7 PL) 2 to 12 (5PL)

5600mm x 3350mm x 1550mm

5780mm x 2280mm x 1940mm, 4180mm x 880mm x 1340mm

Size

Thickness   

Handling

Power ON

Power OFF

Mode

Mode 1

Mode 2

Mode 3

Mode 1

Mode 2

Mode 3

Type

System

Colors

Print DPI

604 x 600

604 x 900

604 x 1200

635 x 600

635 x 900

635 x 1200

Passes

4

6

8

4

6

8

2 Heads

1 row

48

33

25
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-

-

4 Heads

2 row

75

54

43
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-

-

2 Heads

1 row

-

-

-

25

17

13

4 Heads

2 row

-

-

-

48

33

25

6 Heads

3 row

-

-

-

-

51

43

8 Heads

4 row

-

-

-

-

68

58

2 Heads

1 row

-

-

-

34

24

18

4 Heads

2 row

-

-

-

55

41

33

6 Heads

3 row

-

-

-

71

54

43

8 Heads

4 row

-

-

-

91

76

61

2400 dpi

USB 3.1

Environmental

Ink

Media

CMYK + W  + V (Lc Lm Optional)CMYK + W (Lc Lm )

Kyocera3220 Hybrid Ricoh 5 Ricoh 6


